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CONSTRUCTION NOTES

A, INSTALL PROPOSED SIGNAL HEADS ON EXISTING SPAN WIRE
AND REMOVE EXISTING SIGNAL HEAD.

B. INSTALL PROPOSED SIGNAL HEADS ON EXISTING STRAIN POLE

AND REMOVE EXISTING SIGNAL HEADS. GENERAL NOTES

1. ALL UNDERGROUND UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC
ONLY AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE
FOR NOTIFYING "MISS UTILITY” PRIOR TO CONSTRUCTION SO THAT ALL
UTILITIES MAY BE LOCATED IN THE FIELD.IF THE CONTRACTOR PERCEIVES THAT
A CONFLICT BETWEEN THE UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR, THE
CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY SO THAT
THE CONFLICT MAY BE RESOLVED.

C. USE EXISTING CONDUIT.
D. INSTALL PROPOSED OVERHEAD MOUNTED SIGN ON THE EXISTING SPAN WIRE.
E. REMOVE EXISTING SIGN AND INSTALL PROPOSED SIGN ON EXISTING SIGNAL POLE.

F. USE EXISTING HANDHOLE.

G. REMOVE EXISTING SIGN (POLE MOUNTED). 2. ALL CHANGES TO THE CABINET SHALL BE MADE BY THE SIGNAL SHOP.
3. LOOP DETECTORS AND CONDUITS MUST BE INSTALLED PRIOR TO THE

H. INSTALL PROPOSED 24" WHITE HEAT APPLIED PERMANENT PREFORMED
INSTALLATION OF FINAL PAVEMENT AND PAVEMENT MARKINGS.

THERMOPLASTIC PAVEMENT MARKINGS (STOP BAR).

4. ALL. PAVEMENT MARKINGS SHOWN ARE PROPOSED AND UNLESS OTHERWISE
NOTED, ARE TO BE INSTALLED AS SHOWN ON THE SIGNING AND MARKING PLANS
IN ACCORDANCE WITH SHA STANDARDS.

|, INSTALL PROPOSED 20 FT. LUMINAIRE ARM WITH A 250 WATT HIGH PRESSURE
SODIUM VAPOR LUMINAIRE ON EXISTING STRAIN POLE.

J.INSTALL PROPOSED HANDHOLE.
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